
 
USER MANUAL 

Please read the instructions carefully which include 

important information about the installation, operation and 

maintenance. 

 

 

 
 

1. Safety instructions 

� Please keep this user manual for future consultation. If you sell the fixture to another 

user, be sure that they also receive this instruction booklet. 

� Unpack and check carefully there is no transportation damage before using the fixture. 

� The unit must be installed by professionals. 

� Never try to repair the unit by yourself. Repairs carried out by unskilled people can lead to 

damage or malfunction. Please contact the nearest authorized technical assistance 

center.  

� Before operating, ensure that the voltage and frequency of power supply match the 

power requirements of the unit. 

� Do not start the unit if you placed it from a cold to a warm place. It may cause 

condensation that would be able to damage the unit. Please wait for some time in order 

that the unit can reach the ambient temperature. Then, you can operate the unit without 

any problems. 

� You should never look at the beam light directly in order not to risk any visual disorders. 

� Please keep away from that unit if you suffer from epilepsy. 

� This unit offers bright and decorative beam light effects. You should connect it to the 

mains power (240 V AC /50hz). 

� The unit must be installed in a location with adequate ventilation, at least 50cm from 

adjacent and hot surfaces.  

� Do not start on the unit when the power supply cord is damaged. Please contact your 

technical assistance. 

� Do not pull on the power supply cord but only manipulate the plug.  

� Disconnect the mains power if the fixture is not used for a long time or for servicing. 

� The unit includes a power bridge connection that allows the user to plug another Licialed. 

Do not connect any other device. 

� For power supply, do not connect in series much more than 19 units. 

� The unit is for indoor and outdoor use. It can be used when the rain falls. For outdoor 

use, please keep the unit stand vertically with the light goes up. It is forbidden to use the 

unit when there is thunderstorm as it can damage the unit due to electric shock. Unplug 

the unit. 

� To improve the lifetime of the unit, never turn on and off the unit time after time. 

� Replace parts only with the same type. 

� In the event of serious operating problem, stop using the unit immediately.  

� The equipment must be fixed by professionals. And it must be fixed at a place where is 

out of the touch of people and has no one pass by or under it. 

� Maximum ambient temperature: 45°C / Minimum ambient temperature: - 5°C. Don’t 

operate it where the temperature is lower than this. 

 

2. Unit installation 

The set is composed of the following elements: 

- 1 x Licialed 

- 1 x inner anti reflecting black protection tape 

- 1 x beamlight tube of 33 cm  

- 1 x adhesive black cover  

Remark: Several accessories are available. Please refer to the last page. 

 

2.1. Without the beamlight tube 

Install the black anti reflecting protection tape inside the cylinder shaped basis in order to 

reduce the LED gleams on the stainless steel part. Pay attention to the hole situated on the 

black protection tape. It should be placed face to the hole situated on the rounded stainless 

steel basis. 

 

2.2. With the beamlight tube 

Remove the black protection tape before mounting the beamlight tube. Then, install the tube 

in the cylinder shaped basis. 



Cautions: When you place the tube in the rounded basis, pay attention to mount it in 

the same position everytime to avoid any scratches. 

 

In both installations, the black cover can be placed and fixed around the rounded basis thanks 

to its adhesive Velcro® tape. Please always check it is correctly placed. 

 

3. Unit main functions 

You can operate the unit in 2 ways:  

- In DMX mode: By linking several Licialed together you can control all the units via a 

DMX controller. 

- In manual mode: You can use the sound activation mode, the colour mixing function, 

the strobe…etc. 

 

In DMX configuration, the DMX LED will blink rapidly. This means that the DMX signal is 

activated. In DMX mode, the LED only lights 

on. 

Remark: When you press the buttons for 

more that 3 seconds, you can go through 

the functions and select parameters more 

rapidly. 

 

Buttons  Designation 

MODE  To select the programming functions 

 

▲  To select the DMX address 

  To select the auto mode 

  To adjust the change of colours 

  To select macros 

 

▼  To select the DMX address 

  To select the auto mode 

  To adjust the change of colours 

  To select macros 

 

DISPLAY and FUNCTIONS 

 

 

 

 

N°  MODE AFFICHEUR DESCRIPTION 

1 DMX MODE 1 (1 channel) 1xxx (111=001-511) MACRO Mode 

2 DMX MODE 2 (2 channels) 2xxx (111=001-511) 
MACRO Mode (Ch1) + DIMMER 
(Ch2) 

3 DMX MODE 3 (3 channels) 3xxx (111=001-511) R (Ch1) + G(Ch2) + B(Ch3) 

4 DMX MODE 4 (7 channels) 4xxx (111=001-511) See  DMX MODE 4 chart 

5 Manual Dimmer  / RED D1XX (xx=0-99) 00-99 0%-100% Dimmer 

6 Manual Dimmer/ GREEN D2XX (xx=0-99) 00-99 0%-100% Dimmer 

7 Manual Dimmer / BLUE D3XX (xx=0-99) 00-99 0%-100% Dimmer 

8 Strobe speed D4XX (xx=0-99) 
00-99 : NO strobe – Fast strobe 
speed 

9 Auto colour mixing F XX (xx=1-15) 01 : Fast 15: Slow 

10 Chase Speed / 7 colours C XX (xx=1-15) 01 : Fast 15: Slow 

11 Sound activation mode So Sound activation /  7 colours 

12 Lee Filter mode L xxx Colour mode via Lee Filter mode 

 

DMX MODE 

Press ▲ and ▼ buttons to change and select the DMX address. 

1. DMX MODE 1 : 1 channel / display 1XXX  (XXX = DMX address) 

Fig 1 Channel 1 :(0-255) Functions 

DMX MODE 1 MACRO 35 colours  + black 

 
2. DMX MODE 2 : 2 channels / display 2XXX (XXX = DMX address) 

Fig 2 Channel 1 :(0-255) Channel 2 :(0-255) Functions 

DMX MODE 2 MACRO DIMMER 
36 colours 

+ Dimmer 

 

3. DMX MODE 3 : 3 channels / display 3XXX (XXX = DMX address) 

Fig 2 
Channel 1 :(0-
255) 

Channel 2 :(0-
255) 

Channel 3 :(0-
255) 

Functions 

DMX MODE 3 Red Green Blue R/G/B    Dimmer 

 

 

 

 

 

 

 



4. DMX MODE 4 : 7 channels / display 4XXX (XXX = DMX adress) 

Fig 4 CH 1 CH 2 CH 3 CH 4 CH 5 CH 6 CH 7 Functions 

MODE RED GREEN BLUE 
Macro 
mode 

Speed/Strobe Mode 
Main 

Dimmer  
  

(0-35) 
Colours 
Adjust. 
 

0 0 0 
0-13 (off) 

Strobe 1-15 
static mode 

16-255 :  
16 steps 

(0-35) 
Colours 
Adjust. 

Dimmer 0-
255 

min-max 

NO output 

1-255 1-255 1-255 
R/G/B 
Strobe 

Ø Ø Ø 
14-255 
(macro) 

Macro 
Mode 

(36-71) 

0-7 : off 
8-255 : operational 

Ø 
Speed adjust. 

0-255 
16 steps  

(36-71) Fade in 

(72-107) (72-107) Fade out 

(108-143) (108-143) 
Fade 
in/out 

(144-179) 

Ø Ø Ø 

(144-179) 
Auto 
colour 
mixing 

(180-251) (180-251) 

Random 
Show 7 
colours 
 

Sound 
activation 
mode 
7 colours 
(252-255) 

Ø Ø Ø Ø 0-255 : Ø 

Sound 
activation 
mode 
7 colours 
(252-255)   

The 
colours 
change to 
the music 
sound 

 

3. Technical specifications 

Power supply: 100 VAC 240VAC    0.5Amp   47Hz_63Hz 

Consumption: 230VAC / 50Hz / 0.126 Amps / 29W 

  110 VAC / 60Hz /0.240 Amps / 29W 

DMX Channels: 1/2/3/7 channels (DMX mode 1/2/3/4) 

LEDs: 7 LED (3 x 1 watt) 

Dimensions: Height : 260 mm / Diameter : 160 mm 

 

 
 
 
 
 
 
 
 
 
 

  
 

1. Licialed 
2. Inner anti reflecting protection tape 
3. Beamlight tube (33 cm) 
4. Adhesive black cover 
5. Brand mark (min 6 pcs) 

The set includes 

Accessories 6. Beamlight tube (167 cm) 
7. Tube cap 
8. Beamlight tube (200 cm) upon request 
9. Elliptic cover 15° x 30° 
10. Adhesive white cover 
11. Hanging bracket 
12. Flight case without wheels (6 Licialed) 
13. Flight case with wheels (6 Licialed) 


